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Chain GLE SERIES

Innovative magnet end cap, easy intallation without screws;

Multi-corner connectors are available: 180 ° straight, L-type, 
T-type, X-type;

Various of  customized services: customized color, size, material 
and so on.
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GLE 5535

41mm

55mm

35mm

2500mm
Flux out:1415lm

1m 317.1,857.4lx 237.14cm

79.28,214.4lx 474.27cm

35.23,95.27lx 711.41cm

19.82,53.59lx

Height Eavg,Emax Angle:99.71deg Diameter

948.54cm

12.68,34.30lx 1185.68cm

2m

3m

4m

5m
UNIT:cd

AVERAGE BEAM ANGLE(50%):101.8DEG  

C0/180  99.7°

C60/240  102.8°

C30/210  100.7°

C90/270  103.9°
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Standard

Optional

Profile ×1

GLE5535-RN

End Cap ×2

GLE-RB

Cover ×1

180 GLE5535-L90W GLE5535-L90N GLE5535-L90 GLE5535-T90 GLE5535-X90

GD8240H GESD-V24-065S
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Chain GLE Series Installation

Recessed Schematic diagram 

Step1: "LEXXXX-RN" type Clip set to profile body

Step2: 90 ° rotation pressing button on profile

Step1: "LEXXXX-RB" type Clip set to profile body

Step2: Push the body up , stuck with the wall

Recessed Schematic diagram
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Home Lighting    Commercial Lighting 

Office Lighting Industrial Lighting

Chain Series LED Linear Light
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