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Input Voltage 100V/277V AC   

Beam angle  110

CRI     80

PF    0.95

LED Type 2835 SMD
Installation Surface Mounted

 Suspended

greenluxlighting GreenluxLEDwww.greenlux.com.au

Tempest WPC LED Batten

Dimensions & Materials

Product Dimensions 
(mm)

 1240 * 100 * 74  
1526 * 100 * 74

Housing Color White / Black / Grey  
 

4Ft
630 * 100 * 74  2Ft

5Ft 
2415 * 100 * 748Ft 

LM80
Warranty
3 YrsSAARCM IES IP40

Housing Material  Aluminium Housing +   
  PC Cover  
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Specifi cations
Colour Range

  
3000-6000k

20 ~ 240W

110lm/W

Power Consumption      

    

Lumens 
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Size 

2200lm

40W 4400lm

20W

4400lm

2

40W
2 

(Ft)

GOTWP-20W-2F

Dimensions
 (mm)

LumenPower Model 

GOTWP-40W-2F

GOTWP-40W-4F 4

631 * 100 * 74

631 * 100 * 74
1240 * 100 * 74

50W 5500lm

6600lm60W

5GOTWP-50W-5F

GOTWP-60W-4F 4

1526 * 100 * 74

1240 * 100 * 74

6600lm60WGOTWP-60W-5F 5 1526 * 100 * 74

8800lm

80W 8800lm

80W

11000lm

4

100W

8

GOTWP-80W-4F

GOTWP-80W-8F

GOTWP-100W-5F 5

1240 * 100 * 74

2415 * 100 * 74

1526 * 100 * 74

120W 13200lm

13200lm120W

4GOTWP-120W-4F

GOTWP-120W-5F 5

1240 * 100 * 74

1526 * 100 * 74

13200lm120WGOTWP-120W-8F 8 2415 * 100 * 74

17600lm160WGOTWP-160W-8F 8 2415 * 100 * 74

26400lm240WGOTWP-240W-8F 8 2415 * 100 * 74

 (k)
CCT

3000

4000

5000

6000
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