
0516×1.5W Cool white 
Warm white

=2000
=1592

24V DC
120/240

24V DC
120/240

B33D 305
24V
120V
240V

=
=
=

1050
223
124

24V
120V
240V

=
=
=

25.0
26.0
26.4

GKB6P1657

GKB6P1657

GKB6P1657

GKB6P1657

High Luminance Output LED Linear Wall Washer

Extruded aluminum,powder coated

Step tempered glass.T=4mm

IP68 PG-11 PA66

IP68 plug male/female(option)

OSRAM

-20˚C~40˚C

Stainess steel.T=1.5mm

Input:waterproof plug connector
Output:waterproof socket connector
2XH07RN-F 2X1.50mm2L=0.3m(low voltage)
2XH05RN-F 3X1.00mm2L=1.0m(high voltage)

Triac   PWM  1-10V   Dali  

Housing

Lens

Light Window

Cable gland

Gasket

LED

Operating temperature

Bracket

Power Cable

Dimmable Support

Outer Dimensions

Lighting effect demo

Unit:mm

B33D
L0115D023YH 15°
L0120D023YH 20°
L0130D023YH 30°
L0145D023YH 45°

IK rateLight source
Typical
luminance(lm)

Typical
consumption(W)

Typical
operating current(mA)Input voltage(V)Item Lens

Length
L=(mm)

The manufacturer
selected lens degree(°)θ1/2

20º

OpticsLED Colour Temperature

2000K
4000K
6000K

20° 45°15°

B33D

30°

PWMTRIAC DALI IP661-10V

Low voltage input (24VDC) power cord model

High voltage input (100V-240V) power cord wiring model

LSO type
Single cable,open wire ends 
type

HSO type
Single cable,open wire ends type

HSP type
Single cable + male plug type

LSP type
Single cable + male plug type

LTPS type
Twin cables + male plug 
(in),female plug(out)type

Single color
2 wires

Single color
2 wires

0530×1.5W Cool white 
Warm white

=4040
=2730B33D 605

24V
120V
240V

=
=
=

1750
396
219

24V
120V
240V

=
=
=

42.0
47.0
48.0

GKB6P3057

GKB6P3057

GKB6P3057

GKB6P3057

20º
 90

°  90° 

Adjustable beam direction

Low voltage input (24VDC)

High voltage input (100V-240V) 

305

38.5

38.5

605

102

81

100

305

38.5

38.5

605

102

81

100

Air Valve

LTO type
Twin cables +Open wire
ends type

Wall Washer 39



269

16895.96

21119.96

12671.97

8447.98

0.00

4223.99

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.6m

2.4m

3.2m

4.0m

4.7m

0.8m

1.6m

2.4m

3.2m

4.0m

4.7m

5238.70 LUX

1309.68 LUX

582.08 LUX

327.42 LUX

209.55 LUX

145.52 LUX

Center beam LUX Beam width

Ver.Spread:22.4 Horiz.Spread:22.4

HV
2m

4m

6m

8m

10m

12m

C45(MAX):
C0/C180:

C90/C270:

4223.99
8447.98
12671.97
16895.96
21119.96

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

5238.70 LUX

1309.68 LUX

582.08 LUX

327.42 LUX

209.55 LUX

145.52 LUX

0 1 2 3 41234
(30X1.5W-B33D-20°)

6550.28

8187.85

4912.71

3275.14

0.00

1637.57

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.8m

1.5m

2.3m

3.1m

3.9m

4.6m

0.8m

1.6m

2.4m

3.2m

4.0m

4.8m

2046.96 LUX

511.74 LUX

227.44 LUX

127.94 LUX

81.88 LUX

56.86 LUX

Center beam LUX Beam width

Ver.Spread:22.6 Horiz.Spread:21.8

HV
2m

4m

6m

8m

10m

12m

C0(MAX):
C0/C180:

C90/C270:

1637.57
3275.14
4912.71
6550.28
8187.85

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

2046.96 LUX

511.74 LUX

227.44 LUX

127.94 LUX

81.88 LUX

56.86 LUX

0 1 2 3 41234
(16X1.5W-B33D-20°)

GKB6P1657

GKB6P3057
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